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Specification AWS/ASME SFA 5.1 : E- 6013
TTS -6013 PLUS is a rutile based heavy coated electrode which depos -
its radiographic quality welds having sound mechanical properties.
Chitaateniatics P05151b1e to use equally well both on AC and DC. lt_s salient featqreﬁs are
self - releasing slag, low spatter level, excellent finish , easy arc striking
and re striking, highly stable arc and works well on low open circuit
voltage.
o An ideal electrode for special welding jobs where high quality welds are required.,
AppllCﬁtIOUS which include pipelines, heavy steel structures, bridges, ship hulls, vehicle bodies,
heavy fabrication jobs etc.,
Size (mm) 2.50 3.2 4.00 5.00
AC/DC
60 - 90 90 - 140 . 180- 240
Recommended (Amps.) Lt=all
Amperage .
R Voltage AC 50 OCV min / DC ()
/Polarity
Packing / Packaging | 5 Kg per Packet Shrink Wrapped/ 20 Kg per Carton (4 Packets) Shrink Wrapped.
Typical Weld Metal Composition
Elements C Mn S1 S F
Percentage (%) 0.080 0.50 0.20 0.018 0.020
Typical All Weld Metal Mechanical Properties
Yield Strength I\Jh‘m‘n2 Tensile Strength I\T;’mm2 % Elongation on 4D Charpy impact at 0°C
420 490 26.00 70]
Radiography test ‘ Confirms to grade Il
Manufactured by:

Tel: 04 3415520 (3 lines)

ARC Fax: 04 3415513
INDUSTRIES £ 5211
L.L.C. Email: sales@ttsarc.com

www.ttsarc.com

MANUFACTURERS OF TTS BRAND QUALITY WELDING ELECTRODES
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